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EXISTING GRASS PARKWAY ——/

EXISTING CONCRETE
CURB AND GUTTER

22.2'

EXISTING TYPICAL SECTION
STA 61+450.00 4 STA 62+66.66
MAPLE AVENUE

EXISTING BITUMINOUS
CONCRETE SURFACE

EXISTING P.C.C. BASE

EXISTING SUBGRADE

EXISTING GRASS PARKWAY

EXISTING CONCRETE
CURB AND GUTTER

14.8'

RESTORE WITH TOPSOIL FURNISHED AND PLACED (4")
AND SODDING (SALT TOLERANT) AS REQUIRED

COMBINATION CONCRETE

CURB AND GUTTER, TYPE B-6.12 ON
BEDDING AGGREGATE (2" MINIMUM)
(INCIDENTAL TO THE CONCRETE
CURB AND GUTTER, TYPE B-6.12)
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HOT-MIX ASPHALT SURFACE
COURSE, 2"

HOT-MIX ASPHALT BINDER
COURSE, 2-1/4"

BITUMINOUS MATERIAL (PRIME COAT)

HOT-MIX ASPHALT BASE
COURSE, N50, 7-3/4"
SUBBASE GRANULAR MATERIAL, TYPE B, 6"

GEOTECHNICAL FABRIC FOR GROUND STABILIZATION

PROPOSED TYPICAL SECTION
STA 61+50.00 - STA 62+66.66
MAPLE AVENUE

VARIABLE, 2% TYPICAL

e

COMBINATION CONCRETE
CURB AND GUTTER, TYPE B-6.12

HEUER AND ASSOCIATES

2315 Enterprise Drive - Suite 102 28

Consuiting Engineers

11 708 1

FAU, TOTAL | SHEET
RTE.|  SECTION COUNTY  |SHEETS|  No.
1004 | 08-00079-02-FP |  COOK 32 6

STA. TO STA.

FED. ROAD DIST. N, 1] 1LLINOIS |

FED. AID PROJECT

CONTRACT No. 63149

PAVEMENT
DESIGN DATA*

DESIGN PERIOD: 20 YEARS
PROJECTED AVERAGE DAILY TRAFFIC: 4157
% OF PASSENGER VEHICLES (PV): 99%
% OF SINGLE UNIT TRUCKS (SU): 0.5%
% OF MULTI UNIT TRUCKS (MU): 0.5%
SUBGRADE SUPPORT RATING (SSR): FAIR

CLASSIFICATION OF ROADWAY: CLASS II ROADWAY

* UTILIZED ADJOINING ROADWAY FOR DESIGN CHARACTERISTICS

HOT-MIX ASPHALT
MIXTURE REQUIREMENTS
MIXTURE TYPE AC TYPE AIR VOIDS
FULL DEPTH PAVEMENT;

HOT‘Mﬁ,ﬁ)f?g'.f‘}\';;os(‘fﬁ';fgﬁrﬁ?uRSE PG 64-22 4% @ 50 GYR

HOT-MIX ASPHALT BINDER COURSE, PG 64-22 * 4% @ 50 GYR

O A BINDER IS S PG 64-22 * 4% @ 50 GYR
PATCHING

CLASS D PATCHES PG 64-22 * 4% @ 70 GYR

(HMA BINDER IL-19mm)

RESTORE WITH TOPSOIL FURNISHED AND PLACED (4")
AND SODDING (SALT TOLERANT) AS REQUIRED

BEDDING AGGREGATE (THICKNESS
TO MATCH SUBBASE DEPTH)
(INCIDENTAL TO THE CONRETE
CURB AND GUTTER, TYPE B-6.12)

* WHEN RAP EXCEEDS 20%, THE NEW ASPHALT
BINDER IN THE MIX SHALL BE PG 58-22

THE UNIT WEIGHT USED TO CALCULATE ALL HMA

SURFACE MIXTURE QUANTITIES IS 112 LBS/SQ YD/IN
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ILLINOIS DEPARTMENT OF TRANSPORTATION
BLUFF AVENUE IMPROVEMENTS
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